
 

 
FUCHS LUBRICA
252 SPE Tower 11
Phaholyothin Roa
Phayathai, Bangk
 

Produ

Descriptio
 
TITAN UNI
high perform
according t
veloped for
which made
nance inter
 
 
Applicatio
 
TITAN UNIM
and compat
However, m
avoided in o
A complete 
ing to TITAN

 
 
 
 
 
 
 

TITAN
High Perf
all mixed

 

ANTS (THAILAND)
1th Floor  

ad, Samsannai 
kok 10400, Thailand

uct Inf

on 

MAXX CI-4 
mance engi
to SAE class
r modern pe
e high dema
rval.  

n  

MAXX CI-4 1
tible with con

mixing with ot
order to fully 
oil change is

N UNIMAXX 

N UNIM
formance

d fleet ope

) 

d 

 
Phone +66 
Fax +66 
www.fuchs.c

format

10W-30 is a
ne oil with a
s 10W-30. It

etrol and dies
ands regard

10W-30 is m
nventional br
ther engine o
utilize the pr
s recommen
 CI-4 10W-3

MAXX 
 Diesel En

erations. 

26150168 (-75) 
26150167 

co.th 

tion 

a semi synth
a new conce
t is specially
sel engines,
ing on main

iscible 
randed engin
oils should be
roduct’s bene
ded when co
0.

CI-4 1
ngine Oil 

Whi
con
imp
prod

PI

hetic 
eption 
y de-
, 
te-

ne oils. 
e 
efits. 
onvert-

Ad
 O

o
 P

w
 O
 H

l
 G

l
e

 E
o

 
Sp
 
 A

Ap
-

 
FU
  -

10W-30
based on 

ile the information a
firm to specification
lied given concerni
ducts. 

6213005, PMA

dvantages
Outstanding
oil change in
Provides effe
wear, rust an
Optimised co
High lubricat
oaded valve
Good oxidat
acquer, slud
even in seve
Excellent dis
oxidized pro

pecification

API CI-4/SL

pprovals 
- 

UCHS Reco

0
mixing of

and figures given he
n, minor variations m
ng the accuracy of 

A, 14.06.2016

 cleanliness
nterval. 
ective protec
nd bearing c
old start and
ting oil film s
e train gears
tion resistan
dge and carb
ere service o
spersancy re
ducts in sus

s 

  

mmendatio

f PAO-Syn

ere are typical of cu
may occur. No warr
the information or t

6, Page 1 

s and provid

ction agains
corrosion. 
d fast warm 
strength pro
s. 
nce and redu
bon deposit 
operation. 
etains soot a
spension, ai

on 

nthetic for

urrent production a
ranty expresses or 
the suitability of the

es extended

st piston ring

up. 
otects heavily

uced varnish
formation 

and harmful 
ds filterabilit

r  

nd 

e 

d 

g 

y 

h, 

ty. 



 

 
FUCHS LUBRICA
252 SPE Tower 11
Phaholyothin Roa
Phayathai, Bangk
 

Produ

 
Typical T

 

Propert

Density

Flash p

Total Ba

Viscosit
at  40°C
at 100°C

Viscosit
 
 

 
 

 

ANTS (THAILAND)
1th Floor  

ad, Samsannai 
kok 10400, Thailand

uct Inf

Technical D

ties 

y 

oint 

ase No. 

ty  
C 
C 

ty index 

) 

d 

 
Phone +66 
Fax +66 
www.fuchs.c

format

Data 

26150168 (-75) 
26150167 

co.th 

tion 

Unit 

g/ml 

°C 

mgKOH/g

cSt. 
cSt. 

- 

Whi
con
imp
prod

PI

ile the information a
firm to specification
lied given concerni
ducts. 

6213005, PMA

Value 

0.866 

228 

9.2 

70.0 
10.9 

146 

and figures given he
n, minor variations m
ng the accuracy of 

A, 14.06.2016

Tes

AS

AS

AS

AS
AS

AS

ere are typical of cu
may occur. No warr
the information or t

6, Page 2 

st Method 

STM D 1298 

STM D 92 

STM D 2896 

STM D 445 
STM D 445 

STM D  2270

urrent production a
ranty expresses or 
the suitability of the

0 

nd 

e 


